
R.A.S .
RETURN ACTIVATED SLUDGE IS 
SENT BACK TO THE BIOREACTOR.

IS CAPTURED AND 
FLARED OFF

RECLAIMED
NUTRIENT RICH
IRRIGATION WATER 
FOR GOLF COURSES, 
CINNAMON RIDGE FARMS, 
AND WILDFIRE FIGHTING.

SEWER

GRAVITY PUSHES 
THE WASTES 
THROUGH THE 

SEWER TO THE 
NEAREST LIFT 

STATION

U.V. STERILIZATION
ULTRA VIOLET LIGHT 
STERILIZES BACTERIA

EFFLUENT PUMP /
GRAVITY STATION 

D.A.F.T.
DISSOLVED AIR 

FLOATATION THICKENER

T.W.A.S. TANK
THICKENED WASTE 
ACTIVATED SLUDGE

BLEND TANK

CENTRIFUGE

OF WASTE WATER ENTERS 
THE SYSTEM EVERY DAY! 

WHEN A HIGH LEVEL OF 
WASTE IS DETECTED IN 
THE TANK, THE PUMP 

ACTIVATES AND PUSHES 
THE SEWAGE UPWARDS 

TO ITS DESTINATION

STOPS GARBAGE 
FROM ENTERING 

THE SYSTEM

SLUDGE SINKS 
TO THE BOTTOM 
AND FINISHED 

WATER FLOATS 
TO THE TOP.

WATER

KAMLOOPS SEWAGE TREATMENT PROCESS

LIFT STATION

SCREEN

METHANE GAS

PRIMARY
SLUDGE

TANK

CLARIFIERS

DEWATERED
BIOSOLIDS

THOMPSON RIVER

COVERED
ANAEROBIC

POND
BIOREACTOR

STORAGE PONDCHLORINE
DISINFECTION

ARE SENT FOR 
BENEFICIAL REUSE

OF GARBAGE IS 
REMOVED EACH YEAR

THAT’S THE EQUIVALENT OF 
A GRAY WHALE!

APPROXIMATELY

36 TONNES

REMOVAL OF WASTE AND NUTRIENTS
BY BILLIONS OF MICROORGANISMS 

THE SEWAGE
TREATMENT PROCESS

TAKES ABOUT

2 DAYS

30,000,000 LITRES

KAMLOOPS HAS

LIFT STATIONS

59 MAJOR
STATIONS

53 SMALL
STATIONS

112


